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AAF10700 @) dctiorialr INSTALLATION DETAIL
IF YOUR PROPOSED
INSTALLATION DETAIL DIFFERS
FROM THAT SHOWN, YOU MUST
DISCUSS THIS WITH THE
BUILDING CONTROL AUTHORITY
(BCA), REFERENCING THIS
DOCUMENT AND THE
{\" ASSOCIATED FIRE TESTS,
ASSESSMENTS AND OTHER
\:ﬁ DOCUMENTS SHOWN BELOW.
DEVIATION FROM THIS DRAWING
REQUIRES THE APPROVAL OF
THE RELEVANT AUTHORITY.
APPLICABLE TEST
INSTALLATION FRAME
A~ Uestand LanGe REPORT - BS EN1366-2
BRE 231740
INSTALLATION FRAME: 41 SAND - CONCRETE MIX MORTAR ACTIONAIR REF: AAF10700 (B)
OR WITH A MORTAR APPROPRIATE FOR
SMOKE SHIELD DAMPER THE EXPECTED FIRE RESISTANCE PERICD E 240 MINUTES
BUILDING TIES AERATED COMCRETE SLAB FIRE RESISTANCE
BENTOUTWARDS (MIN 580Kgim) INTEGRITY
MINIMUM @6 Smm X 60mm
FIRE RATED ANCHORS ES 120 MINUTES
FIRE RESISTANCE
INTEGRITY & LEAKAGE
VIEW A 1.5mm STEEL WIRE SECURING www.actlonalr.co.uk
{ALL ROUND DETAIL) Smm - T5mm ALL AOUND DAMPER BUILDING TIES, HORIZONTAL APPLICATION
FROM THE INSTALLATION TO STUD ANCHORS SMOKE SHIELD &
7O THE APERTURE PACE INSTALLATION FRAME
1 DAMPER SIZE RANGE (mm):
CONNECTING DUCTWORK OMITTED FOR CLARITY

200 x 200 TO 1000 x 1000
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AAF8018 actioriair INSTALLATION DETAIL

SHEET 1 OF 2

FRAME

INSTALLATION FRAME (1'F)

200mm
RECOMMENDED

BUILDING TIES
BENT OUTWARDS

CAST CONCRETE
PLINTH, CAST
LEVEL WITH THE
I/F FRAME

AERATED CONCRETE
SLAB (MIN 580Kg/m?)

DAMPER INSTALLATION FRAMEJ‘
BUILDING TIES BENT OUTWARDS

VIEW A
AND BUILT INTO CONCRETE  (ALL FOUND DETAIL}
SLAB ALL FOUR SIDES

‘SMOKE SHIELD DAMPER

q3

CONNECTING DUCTWORK OMITTED FOR CLARITY

IF YOUR PROPOSED
INSTALLATION DETAIL DIFFERS
FROM THAT SHOWN, YOU MUST

DISCUSS THIS WITH THE
BUILDING CONTROL AUTHORITY
{BECA), REFERENCING THIS
DOCUMENT AND THE
ASSOCIATED FIRE TESTS,
ASSESSMENTS AND OTHER
DOCUMENTS SHOWN BELOW.
DEVIATION FROM THIS DRAWING

REQUIRES THE APPROVAL OF
THE RELEVANT AUTHORITY.

APPLICABLE TEST
REPORT - BS EN1366-2
BRE 231740

ACTIONAIR REF: AAFB01E (G)

E 240 MINUTES
FIRE RESISTANCE
INTEGRITY

ES 120 MINUTES
FIRE RESISTANCE
INTEGRITY & LEAKAGE

www.actlonalr.co.uk
HORIZONTAL APPLICATION
SMOKE SHIELD &

INSTALLATION FRAME
DAMPER SIZE RANGE (mm):

200 x 200 TO 1000 x 1000
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AAF10724 o) INSTALLATION DETAIL

STUB DUCT ROCKWOOL IF YOUR PROPOSED

ABLATIVE BATT STEEL STUB DUCT (BY OTHERS)| INSTALLATION DETAIL DIFFERS

FIXED TO DAMPER SPIGOT
USING STEEL RIVETS

ANGLES TO BE FIXED
TO STEEL 5TUB DUCT
BY OTHERS, USING

STEEL RIVETS

(NON LOAD BEARING)

41x41x1.5mm UNISTRUT
SUPPORTING DAMPER
EITHER SIDE. BY OTHERS.

SPIGOT / CASING

1.2mm STEEL  RockwoOL ABLATIVE BATT
ANGLES TS0mm (MAX) ALL ROUND 5 5
&0x110mm TOP = 2
60xB5mm SIDES c ;
£d B
g5 £-25mm ROGKWOOL
FIRE-PRO GLUE
ALL ROUND
@j

T5x50w6mm STEEL ANGLE,
AROUMD PERIMETER OF
APERTURE, FIXED @ 400mm CTRS,
WITH M10 FIRE RATED FIXINGS,

ALL BY OTHERS c €

TO DAMPER CASING

CONNECTING DUCTWORK. BY OTHERS.
FITTED TO DAMPER SPIGOTS PRIOR TO
LOWERING DAMPER INTO POSITION

| |
L o]
FLANGE TACK WELDED / |
SECTION

THROUGH A-A

i ITTED FOR GLARITY

FROM THAT SHOWN, YOU MUST
DISCUSS THIS WITH THE
BUILDING CONTROL AUTHORITY
(BCA), REFERENCING THIS
DOCUMENT AND THE
ASS0OCIATED FIRE TESTS,
ASSESSMENTS AND OTHER
DOCUMENTS SHOWN BELOW.
DEVIATION FROM THIS DRAWING
REQUIRES THE AFPROVAL OF
THE RELEVANT AUTHORITY.

AFPPLICABLE TEST
REPORT - BS EN1366-2
BRE 275326

ACTIOMAIR REF: AAF10724 ()

E120 MINUTES
FIRE RESISTANCE
INTEGRITY

ES90 MINUTES
FIRE RESISTANCE
INTEGRITY & LEAKAGE

www.actlonalr.co.uk

HORIZONTAL APPLICATION
SMOKESHIELD + S& A
& ABL ATIVE BATT SEAL

DAMPER SIZE RANGE (mm):
200 x 200 TO 1000 x 1000
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AAF10706 o) actionair INSTALLATION DETAIL

ML

VERTICAL BLADES;

DAMPER CAN BE INSTALLED
WITH THE BLADES IN THE
VERTICAL ORIENTATION WITH

THE ACTUATOR MOUNTED
AT EITHER THE TOP OR
BOTTOM REFER TO SF029
FOR CLEAT LOCATIONS

BY OTHERS

]

A"

INSULATION RETAINER:
FLANGES SUFFLIED

ANGLE OF 'T SHAPED
TO RETAIN INSULATION
ALL

COMNECTING DUCTWORK OMITTED FOR CLARITY

BLOCK / MASONAY WALL

VIEW A

EIMHER

ADUND

INSULATION
i nore.

DAMPERS SUPPLIED
WITH CLEATS WELDED
TO TOP FLANGE
TO ASSIST WITH

INTEWE_\ INSTALLATION ONLY

|__——ACTUATOR

INTERFACE SHROUD

ANGLE FLANGES:
SUFFLIED BY OTHERS
FIXED AT ENDS

IF YOUR PROPOSED
INSTALLATION DETAIL DIFFERS
FROM THAT SHOWMN, YOU MUST

DISCUSS THIS WITH THE
BUILDING CONTROL AUTHORITY
(BCA), REFEREMCING THIS
DOCUMENT AND THE
ASSOCIATED FIRE TESTS,
ASSESSMENTS AND OTHER
DOCUMENTS SHOWN BELOW.
DEVIATION FROM THIS DRAWING
REQUIRES THE APPROVAL OF
THE RELEVANT AUTHORITY .

APPLICABLE TEST
REPORT BS EN1366-2
BRE 256493

ACTIOMAIR REF: AA/F10706 (D)

ES 120 MINUTES

FIRE RESISTANCE
INTEGRITY & LEAKAGE

www.actlonalr.co.uk
VERTICAL APPLICATION

SMOKE SHIELD + DWFX-F

DAMPER SIZE RANGE ({mm):
200 x 200 TO 1000 x 1000
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AAF10704 dactioniair INSTALLATION DETAIL
2.0FF 12 5mm GYPSUM FIRE
12.5 x 100mm GYPSUM FIRE BOARDS TYPE F (EN520)
BOARDS TYPE F (EN520) BOTH SIDES
ALL ROUND, FIXED [~ STONE WOOL
WITH DRYWALL MIN
SCREWS (@300 CTRS) I Sgim
INTO UDT72 = T72 STUD CHANNEL
STUD CHANNELS ARROUND PERIMETER
1
VERTICAL BLADES; e ANGLE CLEATS
DAMPER CAN BE INSTALLED WITH &
THE BLADES IN THE VERTICAL E b 10 DROF RODS
ORIENTATION WITH THE ACTUATOR 2
MOUNTED AT EITHER THE TOF OR - DWFX-F FLANGE {TACK
BOTTOM. REFER TO DRAWING SF020 WELDED TO DAMPER CASING)
FOR CLEAT LOCATIONS GAP PACKED WITH FIXED WITH DRYWALL SCREWS
STONE MINERAL (@ 150mm CTRS) INTO
WOOL ALL AOUND L1 STUD CHANNEL, ALL ROUND.
MIN 45kg/m*
VIEW A
DAMPER CASING:
INTERFACE
8 SHROUD 2-OFF 12.5mm
GYPSUM FIRE
BOARDS TYPE F
28mm (EN520)
\ 4 BOTH SIDES
I ——
1 L II
uUPTO \
GOmm 72 STUD CHANNEL
INFILL
AcTuATOR MIN 12.5mm (TYPE F)
EDE OHLY PLASTERBOARD
VIEW B ALL ROUND
(SIDE DETAIL)
CONNECTING DUCTWORK OMITTED FOR CLARITY

IF YOUR PROPOSED
INSTALLATION DETAIL DIFFERS
FROM THAT SHOWN, YOU MUST

DISCUSS THIS WITH THE
BUILDING CONTROL AUTHORITY
{BCA), REFERENCING THIS
DOCUMENT AND THE
ASS0OCIATED FIRE TESTS,
ASSESSMENTS AND OTHER
DOCUMENTS SHOWRN BELOW.
DEVIATION FROM THIS DRAWING
REQUIRES THE APPROVAL OF
THE RELEVANT AUTHORITY

APPLICABLE TEST
REPORT - BS EN1366-2
BRE 256493

ACTIONAIR REF: AA/F10704 (C)

ES 120 MINUTES
FIRE RESISTANCE
INTEGRITY & LEAKAGE

www.actlonalr.co.uk
VERTICAL APPLICATION
SMOKE SHIELD DWFX-F

DAMPER SIZE RAMGE {mm):
200 x 200 TO 1000 x 1000
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AAF10702c, actionair INSTALLATION DETAIL SHEET 1 OF 2

LINTEL

#6.5mm (MIM) STEEL ANCHORS
(TOP EDGE ONLY)

4:1 SAND : CONCRETE MIX MORTAR

BUILDING TIES, TO STUD ANCHORS
(TOP EDGE ONLY)

INSTALLATION FRAME
SMOKE SHIELD DAMPER

Smm - 75mm ALL ROUND
FROM THE INSTALLATION
FRAME UPSTAND FLANGE
TO THE APERTURE FACE

BUILDING TIES BENT OUT

INSTALLATIOM FRAME:
UPSTAND FLANGE

VIEW A
[ALL ROUND DETAIL)

CONNECTING DUCTWORK OMITTED FOR CLARITY

VERTICAL BLADES;
DAMPER CAN BE
INSTALLED WITH

THE BLADES IN

THE VERTICAL
ORIENTATION WITH
THE ACTUATOR
MOUNTED AT EITHER
THE TOF OR BOTTOM

‘OR WITH A MORTAR APPROPRIATE FOR
THE EXPECTED FIRE RESISTANCE PERIOD

{1.5mm STEEL WIRE SECURING DAMPER

A"

\—ACTLU&TOH

IF YOUR PROPOSED
INSTALLATION DETAIL DIFFERS
FROM THAT SHOWN, YOU MUST]

DISCUSS THIS WITH THE
BUILDING CONTROL AUTHORITY]
(BCA), REFERENCING THIS
DOCUMENT AND THE
ASSOCIATED FIRE TESTS,
ASSESSMENTS AND OTHER
DOCUMENTS SHOWN BELOW.
DEVIATION FROM THIS DRAWING
REQUIRES THE APPROVAL OF
THE RELEVANT AUTHORITY.

APPLICABLE TEST
REPORT - BS EN1366-2
BRE 259933

ACTIONAIR REF: AAF10702 (C)

ES 120 MINUTES
FIRE RESISTANCE
INTEGRITY & LEAKAGE

www.actlonalr.co.uk
VERTICAL APPLICATION
SMOKE SHIELD &
INSTALLATION FRAME

DAMPER SIZE RANGE (mm):
200 x 200 TO 1000 x 1000
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